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List of available types,  
 
 

Type name Appliance type Heat input (kW) 

VMW 240/5-3 (H-IT) atmoTEC pro B11BS 10.7 - 26.7 

VMW 240/5-3 (P-IT) atmoTEC pro B11BS 10.7 - 26.7 

VMW 240/5-3B (H-IT) atmoTEC pro B11BS 10.7 - 26.7 

VMW 240/5-3B (P-IT) atmoTEC pro B11BS 10.7 - 26.7 

VMW 240/5-5 (H-IT) atmoTEC plus B11BS 10.7 - 26.7 

VMW 240/5-5 (P-IT) atmoTEC plus B11BS 10.7 - 26.7 

VMW 240/5-5B (H-IT) atmoTEC plus B11BS 10.7 - 26.7 

VMW 240/5-5B (P-IT) atmoTEC plus B11BS 10.7 - 26.7 

VMW 280/5-5 (H-IT) atmoTEC plus B11BS 12.4 - 31.1 

VMW 280/5-5 (P-IT) atmoTEC plus B11BS 12.4 - 31.1 

VMW 280/5-5B (H-IT) atmoTEC plus B11BS 12.4 - 31.1 

 

 
 
Directives 
Gas Appliance Directive (2009/142/EC) 
Boiler Efficiency Directive (92/42/EEC) 
 
Standard 
EN 15502-1:2012, EN 15502-2-2: 2014 
 
Appliance category 

II2HM3+ G20 - 20mbar, G230 - 20mbar, G30/G31 - 28-30mbar/37mbar 

 
Countries of destination 
 
Italy (IT) 

 
 

 


